DELTA Spec Sheet

DELTA 1000

DELTA 1300

Capacity

Dimension

Net Weight

Charge Temperature

Discharge Temperature

Testing and Certifications

Input

Output

Cell Chemistry

Cell Type

Shelf Life

Life Span

1036Wh (280Ah,3.7V)

15.7 X 8.3 x 10.6in
(40 x 21 x 27cm)

30.91bs (14kg)
32-113°F (0-45°C)
-4-113°F (-20-45°C)

UL CE FCC RoHS PSE

AC Charge Input Power
X-STREAM Charge 1200W max

AC Charge Input Voltage
100-120Vac (50Hz/60HzZ)
(Int’'l Version 220-240V)

Solar Charge Input
400W 10-65VY 10A max

Car Charge Input
12V/ 24V 10A max

AC Qutput (x6)

Full Sine Wave

1600W (Surge 3100W)
total, 120V( 60HZ)
{Int'l Version ACx4
230V 50H2)

USB-A Qutput (x2)
12W per port, 5V, 2.4A max

USB-A Fast Charge (x2)
28W per port, 12V, 2.4 A max

USB-C Output (x2)
60W per port, 20V, 3A max

Car Power Output (x1)

Lithium-ion

18650

1 Year (after fully charged)

800 Cycles (60%)

1295Wh (350Ah,3.7V)

15.7 x 8.3 x 10.6in
(40 x 21 x 27cm)

30.91bs (14kg)
32-113°"F (0-457C)
~4-113°F (-20-45°C)

UL CE FCC RoHS5 PSE

AC Charge Input Power
X-STREAM Charge 1200W max

AC Charge Input Voltage
100-120Vac (50Hz/60Hz)
{Int'l Version 220-240V)

Solar Charge Input
400W 10-65V 10A max

Car Charge Input
12v/24V 10A max

AC Qutput (x6)

Full Sine Wave

1800W (Surge 3300W)
total, 120V( 60OHzZ)
{Int’'l| Version ACx4
230V 50H2)

USB-A Qutput (x2)
12W per port, 5V, 2.4A max

USB-A Fast Charge (x2)
28W per port, 12V, 2.4A max

USB-C Qutput (x2)
60W per port, 20V, 3A max

Car Power Output (x1)
Lithium-ion

18650

1 Year (after fully charged)

800 Cycles (60%)



